	Configuration/Shipping Address 

Sun Fire V120 Special Purpose Rack mount Server

TAMCN: A0934

 MCSN: 7010-09-000-2527

Rev: 04-07-09                                                Program Name:      

	Item No.
	Qty
	DoDAAC (TAC2) Shipping Address POC, Phone # & Email Address
	System TAMCN 
	DoDAAC

(Required)
	Command
	Mark for T/E Number

	     
	     
	     
	     
	     
	     
	     

	Schedule of Supplies/Service

	Item

No.
	*This item replaces the Sun Netra t1 Rack-mountable Server, Sun Fire V120

 (*Remove from order form)
Sun Fire V120 Special Purpose Rack mount (1U) Server
	* All prices are for D & F, waivers and other budgetary forms.  The actual prices will be determined by open bids between MCHS BPA approved vendors to get the lowest price for the US Marine Corps.
	Qty
	Unit
	Unit

Price
	Extended

Price

	N25-AUT1-9S-102AV1

X3639A

X7147A

SOLZS-080B9AY9

X7088A

X311L

	Base Configuration 1

(1) 650 MHz UltraSPARC IIi with 512KB l2 cache expandable to (1) processor total. 

1GB RAM expandable minimum 4GB.

(2) 36GB Hard Drive, front accessible, hot swappable, expandable to (2) total. (36GB Max Size hdd)

Software RAID controller, installed, which supports RAID levels 0, 1, and 5.

10-BaseT/100-BaseT NIC. 

(2) USB.

AC power, 90-264 VAC 50/60Hz auto-ranging power supply, with grounded 3 Prong Plug that meets or exceed UL Requirements.

Standard Components

XVR-100 Graphics Accelerator 2-D card, 24-bit w/ 32MB VRAM resolution 1920 x 1200.

Monitor, CRT 17”, .24mm dp, 1280 x 1024, EPA Energy Star Compliant.

Pre-Installed Sun Solaris 8.0 w/Server license, Solaris Master CD, and documentation.

(1) Internal CD-ROM slimline, 40x.

Power cord kit. (Requires 2 per sytem)

Installation of all internal components such as: storage devices, CPU, RAM, peripherals, and other selected options.

All system components must be OEM-certified and certified for designing, developing and manufacturing processes in accordance with ISO 9000:2001 or latest.

Meet all USMC logistics per Appendix B of BPA requirements.
3 Years Sun Spectrum Bronze Support (CONUS).

System Measurements:

Size:  1.7”(H) x 17.2”(W) x 19.2”(D) Weight:  19.8 lbs


	     
	Ea
	$4,635
	$0.00 FORMTEXT 

$0


	
	
	
	
	
	

	Item

No.
	Options


	Qty
	Unit
	Unit

Price
	Extended

Price

	X7092A (4)
	Upgrade from 1GB RAM to 2GB Same speed and Type (4 x 512MB PC133 ECC DIMM)
	     
	Ea
	$309
	$0.00 FORMTEXT 

$0


	X7093A (4)
	Upgrade from 1GB RAM to 4GB Same speed and Type (4 x 1GB PC133 ECC DIMM) (Expandable to 4GB RAM maximum)
	     
	Ea
	$773
	$0.00 FORMTEXT 

$0


	X5244A
	Internal 36.4-Gbyte, 10000 RPM UltraSCSI disk drive, 1" high w/ barrier plate (Maximum 2 total internal hard drives)
	     
	Ea
	$1,030
	$0.00 FORMTEXT 

$0


	X3531A
	Type 6 USB Keyboard and USB Mouse.
	     
	Ea
	$110
	$0.00 FORMTEXT 

$0


	
	Additional year SUN Spectrum Bronze Support (CONUS)
	     
	Year
	$464
	$0.00 FORMTEXT 

$0


	
	Upgrade 3 year Bronze to SUN Spectrum Silver 3 year Support (Required for OCONUS) 
	     
	Ea
	$927
	$0.00 FORMTEXT 

$0


	
	Additional year SUN Spectrum Silver Support (Required for OCONUS)
	     
	Year
	$695
	$0.00 FORMTEXT 

$0


	
	
	     
	Ea
	     
	0 FORMTEXT 

$0


	
	
	     
	Ea
	     
	0 FORMTEXT 

$0


	
	
	     
	Ea
	     
	0 FORMTEXT 

$0


	
	
	
	
	
	

	
	
	
	
	
	

	
	TOTAL
	
	
	
	$0.00 FORMTEXT 

$0



